
Explosion Proof, Submersible
Sewage Grinder Pumps

HPGHX/HPGHHX

HYDROMATIC®

Applications:
•Municipal, Commercial, Residential,

Resort Area

Motor Housing Cast Iron ASTM-48
Pump Casing Cast Iron ASTM-48
Coolant/Lubricant Dielectric Oil
Shaft Stainless Steel
Mechanical Seal Faces: Carbon/Ceramic
Shaft Seal Seal Body: Stainless Steel

Spring: Stainless Steel
Bellows: Buna-N

Impeller Semi - Open
5-Vane Brass

Cutters 440C Hardened 55-60 Rockwell C
Upper Bearing (Radial) Single Row-Ball
Lower Bearing (Thrust) Single Row-Ball
Fasteners Stainless Steel

Materials of Construction

Pump/Motor Unit Submersible-Grinder
Phase 1 Ø 3 Ø
Horsepower 3   5  3  5 7.5  
208 V. FLA 20.6 29.8 10.9 17.9 24.8
230 V. FLA 17.9 25.9 9.4 15.6 21.5
460 V. FLA N/A N/A 4.7 7.8 10.8
575 V. FLA N/A N/A 3.8 6.2 8.6
Motor Type Oil Cooled Induction
R.P.M. 3450
Temp. 140° F Ambient
Operation Intermittent
Hertz 60 Hz
Thermal Overload Bi-Metallic
Temperature Max. Water 140° F
NEMA Design Type B (3 Ø) Type L (1 Ø)
Insulation Class F
Discharge Size 2" NPT–3" 125 lb. Flange (Horizontal)
Unit Weight 215 lbs.
Power Cord Type STW/STW-A

Water Resistant
600 V, 60° C
CSA Approved

20' Ft. Std.

Pump Characteristics




